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SCMDIsolated Digital I/O Products

   Model Input Range Supply Voltage

   SCMD-MIAC5
   SCMD-MIAC5A
   SCMD-MIAC5E
   SCMD-MIAC24
   SCMD-MIAC24A
   SCMD-MIDC5
   SCMD-MIDC5F
   SCMD-MIDC5N
   SCMD-MIDC24

         90 to 140VAC/DC
       180 to 280VAC/DC
       10 to 60VAC/DC

         90 to 140VAC/DC
       180 to 280VAC/DC

3.3 to 32VDC
3.3 to 32VDC
 10 to 60VDC
3.3 to 32VDC

5V
5V
5V
24V
24V
5V
5V
5V
24V

Ordering Information

snoisnemiD lacisyhP CDIM/CAIM-DMCS :1 erugiF smargaiD tiucriC CDIM/CAIM-DMCS :2 erugiF

   A
   E
   F
   N

   Feature
   High voltage versions (280VAC for AC modules).
   Low voltage 10VAC input for AC modules.
   Fast-switching version of DC modules.
   Enhanced noise immunity version of DC modules.

SCMD-MIAC/MIDC
Miniature Digital Input Modules

harsh industrial measurement and control applications. With SCMD modules 

method for system expansion and repair.

The SCMD-MIAC digital input modules are used for sensing ON/OFF AC or 
DC voltage levels in the ranges of 18-36, 90-140 and 180-280VAC or VDC 
respectively. They are protected from damage due to high-voltage transients 
on the input signal.

The SCMD-MIDC digital input modules provide DC voltage sensing at the 
lower ranges of 3.3 to 32VDC and 10 to 60VDC. 

High voltage, low voltage, fast switching, and low noise options are available, 

See “Accessories” section.

Description Features

� Plug into Backpanels for Miniature or Full-Sized

Modules

� AC Inputs for 24V, 120V, 240V

� DC Inputs for 3.3 to 32V, 10 to 60V

� 4000Vrms Optical Isolation

� Open-Collector Output

� Industry-Standard Pinout and Footprint
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