










AFG-4000D1_E_ H_20B 2502Note : *1. The User's available range of the sample rate is from 1    Sa/s to 75 MSa/s. (AFG-4125E/4125AE/  225E is from 1    Sa/s to 30 MSa/s)μ μ4
*2. Not specifically labeled, the load defaults to 50 *3. DC offset set to zero.Ω.

Specifications subject to change without notice.

ORDERING INFORMATION

25 MHz, 1-Channel Arbitrary Function Generator
25 MHz, 1-Channel Arbitrary Function Generator, Plus Power Amplifier
25 MHz, 2-Channel Arbitrary Function Generator
35 MHz, 2-Channel Arbitrary Function Generator

60 MHz, 2-Channel Arbitrary Function Generator
80 MHz, 2-Channel Arbitrary Function Generator
100 MHz, 2-Channel Arbitrary Function Generator
250 MHz, 2-Channel Arbitrary Function Generator

AFG-4125E
AFG-4125AE
AFG-4225E

USB Cable x 1, Power Cord x 1

ACCESSORIES

OPTIONAL  ACCESSORIES

AFG-4125E/4125AE: Test Lead, BNC to Alligator Clips Cable x 1

AFG-4225E/4235: Test Lead, BNC to Alligator Clips Cable x 2

AFG-4260/4280/4210H/4225H: Test Lead, BNC Cable x 2

GTL-101 Test Lead, BNC (P/M) to Alligator, approx. 1100 mm
GTL-110 BNC Cable, BNC (P/M) to BNC (P/M), approx. 1000 mm
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